
MAIL TO:

STATE OF UTAH
DIVISION OF PURCHASING
3150 STATE OFFICE BUILDING, CAPITOL HILL
P.O. BOX 141061
SALT LAKE CITY, UTAH 84114-1061
TELEPHONE (801) 538-3026
FAX (801) 538-3882
http://purchasing.utah.gov

Request for Quotation
Solicitation  Number:

Due Date:

Date Sent:

RF5059-1

10/20/04

October 6, 2004

  

Goods and services to be

purchased: "IN LIEU OF PREVIOUS BID"  ASPHALT ROAD

Please complete

Company Name Federal Tax Identification Number

Ordering Address City State Zip Code

Remittance Address (if different from ordering address) City State Zip Code

Type 
        Corporation           Partnership          Proprietorship           Government

Company Contact Person

Telephone Number (include area code) Fax Number (include area code)

Company’s Internet Web Address Email Address

Discount Terms (for bid purposes, bid discounts less than 30 days will not be
considered)

Days Required for Delivery After Receipt of Order (see attached for any
required minimums)

The following documents are included in this solicitation: Solicitation forms, instructions and general provisions, and
specifications.  Please review all documents carefully before completing.

The undersigned certifies that the goods or services offered are produced, mined, grown, manufactured, or performed in
Utah. Yes_____ No_____.  If no, enter where produced, etc.___________________________________________

Offeror’s Authorized Representative’s Signature Date

Type or Print Name Position or Title



STATE OF UTAH
DIVISION OF PURCHASING & 
GENERAL SERVICES

Request for Quotation Solicitation Number:

Due Date:

RF5059-1

10/20/04

Vendor Name:  

Description

                                          *******************  "IN LIEU OF PREVIOUS BID  *******************
Asphalt road as per the attached specifications.
****
$___________total

Changes or Modifications to Procurement:
Any changes or modifications to this solicitation will only be accomplished in written addendum sent from the
Division of Purchasing.  Any other form is not binding.  Bidders submitting a bid on any information other than
which is contained in this solicitation document, or any addendum thereto, do so at their own risk.
****
With questions regarding the specifications contact Ashlea Anderson at (801)576-7715 or (801)633-8715.
****
Bid process questions (not related to the description) should be directed to Rosemary Frenchwood at (801)538-3147.
****
This is a Request for Quotation, therefore, you may fax your response to (801)538-3882.  However, the original bid
bond will either need to be hand delivered or mailed in.  If the bid bond is faxed in your bid response will not be
considered.
****
A 5% bid bond will be required of the successful bidder.  A 100% performance/payment will be required of the
successful bidder.
****
Reference RX#: 410 57-5
                                



REQUEST FOR QUOTATION - INSTRUCTIONS AND GENERAL PROVISIONS

1. QUOTATION PREPARATION:   (a)  All prices and notations must be in ink or typewritten.  (b)  Price each item separately.  Unit price shall be shown
and a total price shall be entered for each item bid.  Errors may be crossed out and corrections printed in ink or typewritten adjacent and must be initialed
in ink by person signing quotation.  (c)  Unit price will govern, if there is an error in the extension.  (d)  Delivery time is critical and must be adhered to as
specified.  (e)  Wherever in this document an item is defined by using a trade name of a manufacturer and/or model number, it is intended that the words,
"or equivalent" apply.  "Or equivalent" means any other brand that is equal in use, quality, economy and performance to the brand listed as determined by
the Division of Purchasing & General Services (DIVISION).  If the vendor lists a trade name and/or catalog number in the bid, the DIVISION will assume the
item meets the specifications unless the quote clearly states it is an alternate, and describes specifically how it differs from the item specified.  All quotes
must include complete manufacturer’s descriptive literature if quoting an equivalent product.  All products are to be of new, unused condition, unless
otherwise requested in this solicitation.  (f)  By signing the quotation the vendor certifies that all of the information provided is accurate, that they are willing
and able to furnish the item(s) specified, and that prices quoted are correct.  (g) This quote may not be withdrawn for a period of 60 days from quote due
date.  (h) Incomplete quotes may be rejected. 
2. SUBMITTING THE QUOTATION:  (a)  The quote must be signed in ink and returned to the DIVISION OF PURCHASING, 3150 State Office Building, Capitol
Hill, Salt Lake City, UT 84114-1061 or faxed to (801) 538-3882 by the due date and time.  The "Solicitation Number" and "Due Date" must appear on
the outside of the envelope or on the fax cover page.  (b)  The state will consider faxed quotes.  Faxed quotes are submitted at the sole option and
risk of the vendor and must be responsive to all conditions and specifications included in the Request for Quotation (RFQ).  Access to state facsimile
machine is on a "first come first served" basis and the state does not guarantee the vendor's access to the machine at any particular time.  (c)  All prices
quoted must be both F.O.B. Origin and F.O.B. Destination.  Additional charges including but not limited to delivery, drayage, express, parcel post, packing,
cartage, insurance, license fees, permits, costs of bonds, or for any other purpose must be included in the quotation for consideration and approval by the
DIVISION.  Upon award of the contract, the shipping terms will be F.O.B. Destination, Freight Prepaid with freight charges to be added to the invoice unless
otherwise specified by the DIVISION. 
3. SOLICITATION AMENDMENTS:  All changes to this solicitation will be made through written addendum only.  Bidders are cautioned not to consider
verbal modifications.
4. PROPRIETARY INFORMATION:  Suppliers are required to mark any specific information contained in their quote which is not to be disclosed to the
public or used for purposes other than the evaluation of the quote.  Each request for non-disclosure must be accompanied by a specific justification
explaining why the information is to be protected.  Pricing and service elements of any quote will not be considered proprietary.  All material becomes the
property of the state and may be returned only at the state's option.  Quotes submitted may be reviewed and evaluated by any persons at the discretion
of the state.
5. SAMPLES:  Samples of item(s) specified in the RFQ, when required by DIVISION, must be furnished free of charge to DIVISION.  Any items not
destroyed by tests may, upon request made at the time the sample is furnished, be returned at the vendor's expense.
6. WARRANTY:  The contractor agrees to warrant and assume responsibility for all products (including hardware, firmware, and/or software products)
that it licenses, contracts, or sells to the State of Utah under this contract for a period of one year, unless otherwise specified and mutually agreed upon
elsewhere in this contract.  The contractor (seller) acknowledges that all warranties granted to the buyer by the Uniform Commercial Code of the State of
Utah applies to this contract.  Product liability disclaimers and/or warranty disclaimers from the seller are not applicable to this contract unless otherwise
specified and mutually agreed upon elsewhere in this contract.  In general, the contractor warrants that: (1) the product will do what the salesperson said
it would do, (2) the product will live up to all specific claims that the manufacturer makes in their advertisements, (3) the product will be suitable for the
ordinary purposes for which such product is used, (4) the product will be suitable for any special purposes that the State has relied on the contractor’s
skill or judgement to consider when it advised the State about the product, (5) the product has been properly designed and manufactured, and (6) the
product is free of significant defects or unusual problems about which the State has not been warned.  Remedies available to the State include the following:
The contractor will repair or replace (at no charge to the State) the product whose nonconformance is discovered and made known to the contractor in
writing.  If the repaired and/or replaced product proves to be inadequate, or fails of its essential purpose, the contractor will refund the full amount of any
payments that have been made.   Nothing in this warranty will be construed to limit any rights or remedies the State of Utah may otherwise have under this
contract.
7. DIVISION APPROVAL:  Purchase Orders placed, or contracts written, with the State of Utah, as a result of this RFQ, will not be legally binding without
the appropriate signature of the DIVISION.
8. AWARD OF CONTRACT:  (a)  This is an informal quotation which will not be read at a public opening; however, the information may be
publicly reviewed after award.  To obtain a copy of this record (tabulation) you may either enclose a stamped self-addressed envelope, or review tabulation
in our office.  (b)  The contract will be awarded with reasonable promptness, by written notice to the lowest responsible vendor that meets the
specifications.  Consideration will to be given to the quality of the product(s) to be supplied, conformity to the specifications, the purpose for which required,
delivery time required, discount terms and other criteria set forth in this request for quotation.  (c) The DIVISION may accept any item or group of items, or
overall low quote. (d) The DIVISION has the right to cancel this request for quotation at any time prior to the award of contract.  (e) The DIVISION can reject
any and all quotes or waive any informality, or technicality in any quote received, if the DIVISION believes it would serve the best interest of the State.  (f)
Before, or after, the award of a contract the DIVISION has the right to inspect the vendor's premises and all business records to determine the holder's ability
to meet contract requirements.  (g) Estimated quantities are for quoting purposes only, and not to be interpreted as a guarantee to purchase any amount.
(h) Utah has a reciprocal preference law which will to be applied against vendors quoting products or services produced in states which discriminate
against Utah products.  For details see Section 63-56 20.5 -20.6, Utah Code Annotated.  (i) Multiple contracts may be awarded if the State determines it
would be in its best interest.
9. ANTI-DISCRIMINATION ACT:  The vendor agrees to abide by the provisions of the Utah Anti-discrimination Act, Title 34 Chapter 35, U.C.A. 1953, as
amended, and Title VI and Title VII of the Civil Rights Act of 1964 (42 USC 2000e), which prohibit discrimination against any employee or applicant for
employment, or any applicant or recipient of services, on the basis of race, religion, color, or national origin; and further agrees to abide by Executive Order
No. 11246, as amended, which prohibits discrimination on the basis of sex; 45 CFR 90 which prohibits discrimination on the basis of age, and Section 504
of the Rehabilitation Act of 1973, or the Americans with Disabilities Act of 1990, which prohibits discrimination on the basis of disabilities.  Also vendor
agrees to abide by Utah's Executive Order, dated March 17, 1993, which prohibits sexual harassment in the workplace.  Vendor must include this provision
in every subcontract or purchase order relating to purchases by the State of Utah to insure that the subcontractors and vendors are bound by this provision.
10. DEBARMENT:  The CONTRACTOR certifies that neither it nor its principals are presently debarred, suspended, proposed for debarment, declared
ineligible, or voluntarily excluded from participation in this transaction (contract) by any governmental department or agency.  If the CONTRACTOR cannot
certify this statement, attach a written explanation for review by the STATE.
11.  GOVERNING LAWS AND REGULATIONS:  All state purchases are subject to the Utah Procurement Code, Title 63 Chapter 56 U.C.A. 1953, as amended,
and the Procurement Regulations as adopted by the Utah State Procurement Policy Board.  These are available on the Internet at www.purchasing.utah.gov



 (Revision14 Mar 2003 - RFQ Instructions)
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SLOPE PROTECTION AND EROSION CONTROL 02270 - 1 

 
 SECTION 02230 
 
 BASE COURSE 
 
 
PART 1 GENERAL 
 
1.01 WORK INCLUDED 
 

A. Subgrade preparation to lines and grades shown on the plan. 
 

B. Place, grade and compact base and sub-base course materials. 
 

C. Dust and surface water control. 
 
1.02 RELATED WORK 
 

A. Section 02511 - Asphaltic Concrete Paving 
 
1.03 REFERENCES 
 

A. American Society for Testing Materials (ASTM). 
 

B. American Association of Safety and Highway Transportation Officials (AASHTO) 
 
1.04 METHOD OF MEASUREMENT AND BASIS FOR PAYMENT 
 

1. Furnish and Install 8" of Compacted Road Base.  Measurement and payment shall 
be based upon the total square footage of 8" of compacted road base furnished and 
installed according to the plans and specifications.  Such payment shall include all labor, 
tools, equipment and material needed to complete this work. 

 
PART 2 PRODUCTS 
 
2.01 BASE COURSE MATERIAL 
 

A. Road Base for Pavement Preparation: 
 

1. Shall be untreated natural stone 
 

2. Shall not be lumpy or frozen. 
 

3. Shall be free from noticeable concentrations of alkali, salt, shale, and 
petroleum products, all roots, sod, limbs, and other vegetative matter, slag, 
cinders, ashes and rubbish, or other material that, in the opinion of the 
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Engineer, is objectional or deleterious. 
 

4. Shall be graded within the following limits: 
 
 
 

Sieve Size   Percent Passing By Weight 
 

1"      100 
1/2"       70-100 
No. 4      41-68 
No. 16      21-41 
No. 40      10-27 
No. 200     4-13 

 
PART 3 EXECUTION 
 
3.01 PREPARATION OF SUBGRADE 
 

A. Prior to placing base course materials, the subgrade shall be scarified to a depth of 
not less than 6", moistened or dried to optimum moisture content, and compacted to 
at least 95% maximum Modified Proctor Density as determined in accordance with 
ASTM D1557 (AASHTO T-180), and shall be within 2% of optimum moisture 
content. 

 
B. The subgrade shall then be proof rolled. 

 
C. If excessively soft, loose, or disturbed soils are encountered, they shall be removed 

as directed by the Engineer to a maximum depth of two feet (2') and replaced and 
recompacted to 96% maximum Modified Proctor Density using approved subgrade 
stabilizing material. 

 
D. Ensure subgrade is to required lines and elevations. 

 
3.02 PLACEMENT OF BASE COURSE 
 

A. Protect against "pumping" moisture to surface by limiting travel on exposed 
subgrade. Where it is determined by the Owner that construction vehicle traffic 
(other than proof rolling) has caused subgrade instability, remove disturbed soils 
and replace with sand backfill at no additional cost to the Owner. 

 
B. Apply water soluble herbicide for nonselective control of annual and perennial 

weeds in strict accordance with manufacturers instructions and all laws and 
regulations. 

 
C. Place base course material on the prepared and accepted subgrade. The material 

shall be back-dumped and spread in a uniform lift thickness. 
 

D. Handle and spread materials in a manner that will prevent segregation of sizes. 
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When vibrating or other acceptable types of compaction equipment are used, the 
entire course shall be compacted in 2-4" lifts. 

 
E. When base course is constructed in more than one layer, the previously placed 

layer shall be cleaned of loose and foreign matter. Upper layer of base course shall 
not be less than 1-1/2", nor shall fine materials be added to reach final grade. 

 
F. Overstressing the subgrade soil and base course shall be avoided by utilizing 

equipment in spreading and dumping that exerts only moderate pressures on the 
soil.  Avoid excessive travel on lower base course lifts.  Severe rutting, cracking or 
yielding is an indication of overstressing the soil. Any ruts or cracks which develop 
in the base course during spreading or compacting shall be repaired as directed at 
no additional cost to Owner. 

 
G. Base course shall be compacted to no less than 95% maximum Modified Proctor 

Density, as determined by ASTM D1557 (AASHTO T-180). Moisture content shall 
be maintained to within 1.5% of optimum throughout placing and compaction 
operations. 

 
1. Compaction shall always be commenced along the edge of the area to be 

compacted and the roller shall gradually advance toward the center of the 
area to be compacted. 

 
2. Compaction equipment shall be operated along lines parallel or concentric 

with the centerline of the road being constructed, and no material variation 
therefrom will be permitted. 

 
H. Base course shall be substantially true to line and grade as indicated on the 

drawings. The surface shall be within 1/2" of required grade. Completed thickness 
of base course shall be within 1/2" of indicated thickness, with average thickness 
not less than that indicated.  

I. The top surface of compacted base course shall be finished by blading or rolled 
with equipment designed for that purpose. 

 
J. Temporary Graded Surface 

 
1. When allowed by the local jurisdiction having authority, where trenches are 

excavated in paved traffic lanes, the surface course may be temporarily 
replaced by a surface consisting of base course material.  The base course 
shall be removed and replaced with pavement as soon as conditions permit, 
or as required by local jurisdiction having authority. 

 
2. The surface shall be maintained to provide for a smooth flow of traffic 

without holes, bumps, etc., until final acceptance of the work. 
 
3.03 DUST AND SURFACE WATER CONTROL 
 

A. Dust control measures shall be implemented by application of water to all work 
areas, storage areas, haul and access roads, or other areas affected by work. 



Utah Department of Corrections New Roadway  
 

 
BASE COURSE 02230 - 4 

 
B. All work shall be in compliance with the Federal, State and local air pollution 

standards, and not cause a hazard or nuisance to personnel and the public in the 
vicinity of the work. 

 
C. Provide and operate at least one (1) mobile tank sprinkling unit during the contract 

period. 
 

D. Other methods of dust control for haul and access roads may include chemical 
treatment, light bituminous treatment or other method as approved by the Owner. 

 
E. Surface water shall be controlled to the extent that the areas to receive pavement, 

walks or slabs are not allowed to become wet from runoff from adjacent areas.  
Surface water shall be directed away from these areas but not directed toward 
adjacent property, buildings, or any improvement that may be damaged by water.  
Surface water shall not be allowed to enter sanitary sewers. 

 
3.04 FIELD QUALITY CONTROL 
 

A. Testing and inspection of placed Base Course will be provided by the Owner.  Tests 
provided by the Owner are as follows: 

 
Item     Type   Frequency 

 
Base Course Aggregate Sampling ASTM D75  Each day or 1 test/500 

sq. yd., or as required. 
 

Atterberg Limits   ASTM D2419,  As required 
D423, and D424 

 
Sieve Analysis    ASTM C136  As required 

 
Bearing Ratio    ASTM D1883  As required 

 
Maximum Density   ASTM D1557,  As required 

Method D 
 

In-place Density   ASTM D2167,  As required 
D2922 and D3017 

 
B. If tests indicate that sub-base and/or base course do not meet specified 

requirements, remove defective work, replace and retest at no cost to Owner. 
 

 
 END OF SECTION 
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SECTION 02511 
 
 ASPHALTIC CONCRETE PAVING  
 
 
PART 1 GENERAL 
 
1.01 WORK INCLUDED 
 

A. Proof roll base course to reveal soft and yielding spots. 
 

B. Place and compact asphaltic concrete paving. 
 

C. Protection of newly placed pavement. 
 
1.02 RELATED WORK 
 

A. Section 02230 - Base Course 
 
1.03 QUALITY ASSURANCE 

 
A. Do not place asphaltic concrete paving when the air temperature in the shade 

and/or the roadbed temperature are below 50° F, or during rain, when the base 
course surface is wet, or during other adverse weather conditions.  

 
B. Do not place tack coat when air temperature in the shade and the roadbed 

temperature are below 50° F, or during rain, fog, or other adverse weather 
conditions. 

 
C. All work shall be performed by experienced and qualified workmen with equipment 

standard with the industry. 
 

D. Approval by Engineer of sources of supply of materials shall be obtained prior to 
delivery of materials. 

 
E. Comply with federal, state and/or local codes and regulations. 
 

1.04 REFERENCES 
 

A. American Society for Testing Materials (ASTM): 
 

1. D1557, "Tests for Moisture - Density Relationship of Soils using 10 lb (4.5 
kg) Rammer in 18 inch (457 mm) Drop". 

 
2. D1559, "Resistance to Plastic Flow of Bituminous Mixtures Using Marshall 

Apparatus". 
 

3. D2041, "Standard Test Method for Theoretical Maximum Specific Gravity 
and Density of Bituminous Paving Mixtures". 

 
4. D2170, "Kinematic Viscosity of Asphalts (Bitumens)". 
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B. THE ASPHALT INSTITUTE (A.I.) Specification Series No. 2 (SS-2). 

 
C. American Association of State Highway and Transportation Officials (AASHTO): 

 
1. Materials and compaction tests. 

a. AASHTO T-180  
 

D. State of Utah Standard Specifications for Road and Bridge Construction, latest 
edition including Supplement #2. 

 
1. Section 704.03 Asphaltic Cement. 

 
1.05 SUBMITTALS 
 

A. An asphaltic concrete paving mix design prepared by a certified laboratory and 
materials certificates signed by material producer and Contractor, certifying that 
each material item complies with, or exceeds, specified requirements shall be 
submitted for review and approval at least two weeks prior to commencement of the 
work. 

 
B. Written certification of compliance for pavement marking paint. 

1.06 WARRANTY 
 

A. See General Conditions. 
 
1.07 METHOD OF MEASUREMENT AND BASIS FOR PAYMENT 
 

A. Furnish and Install 3" of compacted Asphalt.  Measurement sand payment shall 
be based upon the square footage of actual asphalt installed and compacted to a 
3" thickness according to the plans and specifications.   Such payment shall include 
all labor, tools, equipment and material needed to complete this work. 

 
 

PART 2 PRODUCTS 
 
2.01 MATERIALS 
 

A. Asphaltic cement: 
 

1. Viscosity Graded original, AC-10, conforming to requirements of ASTM 
D-3381 (AASHTO M-226, Table 2), and Section 704.03 - State of Utah 
Standard Specifications for Road and Bridge Construction. 

 
2. Shall not foam when heated to 350° F. 

 
B. Mineral aggregate: 

 
1. Shall consist of crushed stone, crushed gravel, or crushed slag, or a 

combination thereof; free of clay, silt, organic matter or other deleterious 
materials. 
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2. Gradation shall be in accordance with the following: 

 
a. Asphaltic concrete surface course: 

 
 Sieve Size Percent Passing 
  by Weight 
 
 1/2" 100 
 #4 55 - 85 
 #16 24 - 38 
 #50 9 - 21 
 #200 4 - 8 
 
 

3. Course aggregate, retained on the No. 4 sieve shall consist of clean, hard, 
rough, durable and sound fragments, with not less than 50 percent of 
particles by weight with at least one mechanically fractured face or clean 
angular face. 

 
4. Fine aggregate passing the No. 4 sieve may be either a natural or 

manufactured product.  The aggregate shall be clean, hard grained and 
moderately sharp, and shall contain not more than 2 percent by weight of 
vegetable matter or other deleterious substances. 

 
5. That portion of the fine aggregate passing the No. 40 sieve shall be 

nonplastic when tested in accordance with ASTM D-424. 
 

6. The weight of minus 200 mesh material retained in the aggregate, as 
determined by the difference in percent passing a No. 200 sieve by washing 
and dry sieving without washing, shall not exceed 6 percent of the total 
sample weight.  That portion of fine aggregate passing the No. 200 sieve 
shall be determined by washing with water in accordance with ASTM C-117. 

 
7. The aggregate shall be of uniform density and quality and shall have a 

rodded weight of not less than 100 pounds per cubic foot when tested in 
accordance with ASTM C-29. 

 
8. The aggregate shall have a percentage of wear not exceeding forty when 

tested in accordance with ASTM C-131 and C-535. 
9. The aggregate shall have a weighted loss not exceeding 12 percent by 

weight when subject to five cycles of sodium sulfate and tested in 
accordance with ASTM C-88, D-1073, and D-692. 

 
2.02 ASPHALTIC CONCRETE PAVING MIXTURE 
 

A. Combine mineral constituents and asphalt cement in proportions per mix design at a 
central plant to produce an asphaltic concrete pavement mix. 

 
B. The asphaltic cement shall be heated at the mixing plant to a temperature at which 

it can be applied uniformly to the aggregate. 
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C. Coarse and fine aggregate shall be stored separately at the mixing plant in a 

manner that will prevent intermingling. 
 

D. When it is necessary to blend aggregates from one or more sources to produce the 
combined gradation, each source or size of aggregate shall be stockpiled 
individually.  Aggregate from the individual stockpiles shall be fed through separate 
bins to the cold elevator feeders.  They shall not be blended in the stockpile. 

 
E. Cold aggregates shall be fed carefully to the plant so that surpluses and shortages 

will not occur and cause breaks in the continuous operation. 
 

F. The aggregate shall be dried and heated to provide a paving mixture temperature 
in conformance with placing conditions, but not to exceed 163°C (325°F). 

 
G. The heated and dried aggregates shall not contain enough moisture to cause the 

mixture to slump, the asphalt to foam, or the aggregate to segregate during hauling 
and placing. 

 
H. The shortest mixing time consistent with satisfactory coating of the aggregate shall 

be used.  The mineral aggregate shall be considered satisfactorily coated with 
asphaltic cement when all of the particles passing the No. 4 sieve and 96 percent of 
the particles retained on the No. 4 sieve are coated with asphaltic cement.  The 
required mixing time, as determined above, shall be in accordance with ASTM 
D-2489. 

 
I. If a dryer drum mixing process is used, the mineral aggregate shall be considered 

satisfactorily coated with asphaltic cement when all of the particles passing the 
No. 4 sieve and 98 percent of the particles retained on the No. 4 sieve are coated 
with asphaltic cement.  The moisture content of the asphaltic cement sampled 
behind the laydown machine prior to compaction shall not exceed 1 percent by 
weight. 

 
2.03 TACK COAT 
 

A. Emulsified asphalt CSS-1H or SS-1H. 
 
2.04  SUBGRADE STABILIZING MATERIALS 
 

A. Shall be select aggregate material as specified in Section 02061. 
 
 
PART 3 EXECUTION 
 
3.01 PREPARATION 
 

A. Proofroll base course surface.  Replace wet, spongy, soft, uncompactable or other 
unsuitable material with new base course material at no additional cost.  Finish and 
compact repaired area as specified in Section 02230 - Base Course. 

 
B. Ensure base course surface is to required elevation.  Remove loose material from 
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base course surface. 
 

C. Do not place prime coat or asphaltic concrete paving until base course installation 
has been approved by the Construction Manager. 

 
3.02 TRANSPORTING THE ASPHALTIC CONCRETE PAVEMENT 
 

A. Transport time from the mixing plant to the job site shall not exceed 1 hour. 
 

B. Hauling truck shall have no direct frame contact with the paver or bear down on the 
paver during dumping operations. 

 
3.03 TACK COAT 
 

A. Prior to placing pavement, tack coat shall be applied to the vertical edges of 
concrete and "cold" pavement (over 1/2 hour old) which will be in contact with new 
pavement.  Tack coat shall extend 12 inches onto adjacent base course material.  
The tack coat shall be carefully applied at a rate of 0.15 gal/SY.  Tack coat shall 
also be applied uniformly at the same rate to the horizontal top surface of each lift 
of bituminous pavement prior to placing the next lift of bituminous pavement to 
promote a bond between the two courses of pavement.  None of the material shall 
penetrate into the pavement and for this reason the application should be limited. 

 
B. Prior to applying the material, the surface to be treated shall be swept or flushed 

free of dust or other foreign material. 
 

C. Protect all surfaces not required to receive tack coat from any inadvertent 
application. 

 
D. The temperature range of the tack coat at the time of application shall be such that 

the viscosity will be between 50 and 100 centistokes as determined in accordance 
with ASTM Designation D-2170. 

 
E. Under no circumstances shall traffic be permitted to travel over the tacked surface.  

If detours cannot be provided, restrict operation to a width that will permit at least 
one-way traffic over the remaining portion of the roadbed.  If one-way traffic is 
provided, the traffic shall be controlled in accordance with governing authority. 

 
F. After application of tack coat, sufficient time shall be given to allow for complete 

separation of asphalt and water before paving operations begin.  The tack coat 
shall be applied on only as many surfaces as will be paved against in the same day. 

 
3.04 PLACEMENT OF ASPHALTIC CONCRETE PAVEMENT 
 

A. Place asphalt pavement to provide a compacted depth as indicated on the plans.  
Placing the pavement shall be a continuous operation.  The machine shall spread 
mixture and shall strike a finish that is smooth, true to cross section, uniform in 
density and texture, and free from hollows and other irregularities.  If any 
irregularities occur, they shall be corrected before final compaction of the mixture.  
The paving machine shall be self-propelled, equipped with hoppers, distributing 
screws, adjustable screeds and equalizing devices, capable of spreading hot 
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asphaltic concrete paving mixtures without tearing, shoving or gouging, and of 
producing a finished surface of specified quality.  Place inaccessible and small 
areas by hand. 

 
B. Ensure joints made during paving operations are straight, clean, vertical and free of 

broken or loose material.  Carefully make joints to insure a continuous bond 
between old and new pavement, or between successive day's work.  A continuous 
bond between adjoining work is required. 

 
C. If more than 1/2 hour elapses between adjacent paving passes, the "cold joint" shall 

have tack coat applied to the "cold" pavement prior to placing the adjacent pass. 
 
3.05 COMPACTION 
 

A. Roll and compact to specified density before temperature of the mixture drops 
below 180°F. 

 
B. Compact asphalt paving course to required density, with a steelwheeled tandem 

roller, steel three-wheeled roller, vibratory roller, or a pneumatic-tired roller, 
weighing not less than five tons.  Start compaction as soon as pavement will bear 
equipment without checking or undue displacement.  Speed of roller shall be slow 
enough to avoid displacement of hot mixture, and any displacements occurring as a 
result of changing the direction of the roller, or from any other cause, shall at once 
be corrected by the use of rakes and of fresh mixture where required.  Ensure each 
pass of roller overlaps previous passes by at least 1/2 of the roller width to ensure 
smooth surface free of roller marks.  Keep roller wheels sufficiently moist so as not 
to pick up material. Rolling shall continue until roller marks are eliminated and no 
further compression is possible.  The finished compacted pavement shall have a 
density of 96% minimum, (no test less than 93% of the density determined in 
accordance with ASTM D-2041), as determined by ASTM D1557. 

 
C. Leave pavement with a uniform, dense surface. 

 
D. Perform hand tamping in areas not accessible to rolling equipment.  Thorough 

compaction must be achieved, and joints between curbs, headers, manholes and 
similar structures must be effectively sealed. 

 
E. Do not allow vehicular traffic on newly paved areas until surface has cooled to 

atmospheric temperature. 
 

END OF SECTION 
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STATE OF UTAH
DIVISION OF PURCHASING

BOND STATEMENT
______________________________________________________________________________

BIDDING REQUIREMENTS

A 5% bid bond or cashier’s check is required by all vendors bidding on this project.  The bid
bond must be attached to bid or it will be disqualified.  Checks submitted will be returned certified mail
after an official award has been made.

AWARD REQUIREMENTS

A 100% performance/payment bond will be required from the award vendor within 14 days after
notification of award.  Bonds must be in the form of a cashiers checks (no personal or business checks)
or a surety bond from a licensed surety company doing business in the State of Utah.  

Performance/payment bonds (or checks) will be held as security for a period of 12 months
after completion of project, per state law.  Checks submitted will be returned certified mail only after
this specified time.  Bidders name must be the same on both the bid forms and all bonds submitted.

Please indicate which method of bonding will be used if awarded this job:

____________ 100% CASHIERS CHECK

____________ 100% PERFORMANCE/PAYMENT BOND

Bond/Ins. Company_____________________________

Agent Name___________________________________

Fax #___________________ Phone #_______________

Upon awarding, the requesting agency will fax a verification to the bonding company listed above to start
the bonding process.  It is then the responsibility of the vendor or follow through with their bonding
agent to assure the bond is processed.  After the bonding company sends the bond to vendor for
signatures, it is the responsibility of the vendor to mail or hand carry the original bond (no copies or
faxes accepted) to the requesting agency, to the attention of the contract person listed on the bid.  No
work can commence until the requesting agency has receipt of this performance/payment bond. 
After this time the contract will be officially released to the award vendor.




